
A Westrian Company

BROOKHAVEN CONDOMINIUMS SITE PLAN
A SITE PLAN AMENDMENT TO BROOKHAVEN CONDOMINIUMS,

LOCATED IN THE SOUTHWEST 1/4 OF SECTION 22
TOWNSHIP 4 SOUTH, RANGE 66 WEST OF THE 6TH PRINCIPLE MERIDIAN

CITY OF AURORA, COUNTY OF ARAPAHOE, STATE OF COLORADO
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EAST ILIFF AVENUE
EAST JEWELL
AVENUE

EAST COLORADO DRIVE (25 mph)

PINON PINE
(Pinus edulis)   6'ht.

WHITE FIR
(Abies concolor)    6'ht.

CRIMSON SENTRY MAPLE
(Acer platanoides 'Crimson Sentry')         2.5" cal.

SKYLINE HONEYLOCUST
(Gleditsia triacanthos inermis 'Skyline')     2.5" cal.

BRISTLECONE PINE 
(Pinus aristata)                6' ht.

CUTLEAF STAGHORN SUMAC 
(Rhus typhina 'Laciniata')                 5 gal.

HUGHES JUNIPER 
(Juniperus horizontalis 'Hughes')          5 gal.

RUSSIAN SAGE 
(Perovskia atriplicifolia)       5 gal.

240' length sight distance
2 lane undivided local/collector stop controlled minor street

280' length sight distance

4 lane divided arterial stop controlled m
inor street

255' length sight distance

355' length sight distance

sight triangle sight triangle

existing fire hydrant

existing fire hydrant

existing fire hydrant

existing fire hydrant

existing fire hydrant

existing fire hydrant

existing fire hydrant

SEA GREEN JUNIPER 
(Juniperus media 'Sea Green')       5 gal.

sight triangle

DWARF KOREAN LILAC 
(Syringa meyeri 'Palibin')    5 gal.

KENTUCKY COFFEETREE 
(Gymnocladus dioicus 'Espresso')    2.5" cal.

WINTER KING HAWTHORN
(Crataegus viridis 'Winter King')        2.5" cal.

GRAY GLEAM JUNIPER 
(Juniperus scopulorum ' Gray Gleam')      5 gal.

DWARF GLOBE BLUE SPRUCE  
(Picea pungens "Glauca Globosa')      5 gal.

BUILDING 4

BUILDING 5

BUILDING 6 BUILDING 7

BUILDING 2

This section of sidewalk
and wall to be removed

New sidewalks in
these areas

A new wall is 
proposed at this
location

sight triangle

355' length sight distance

stop sign

stop sign

stop sign

SCALE: 1" = 40' - 0"

0' 40' 80' 120'

A Westrian Company

NOTES:

"ALL UTILITY EASEMENT SHALL
REMAIN UNOBSTRUCTED AND
FULLY ACCESSIBLE ALONG THEIR
ENTIRE LENGTH FOR MAINTENANCE
EQUIPMENT ENTRY."

"THE DEVELOPER, HIS
SUCCESSORS AND ASSIGNS, SHALL
BE RESPONSIBLE FOR
INSTALLATION, MAINTENANCE AND
REPLACEMENT OF ALL
LANDSCAPING MATERIALS SHOWN
OR INDICATED ON THE APPROVED
SITE PLAN OR LANDSCAPE PLAN ON
FILE IN THE PLANNING
DEPARTMENT. ALL LANDSCAPING
WILL BE INSTALLED AS DELINEATED
ON THE PLAN, PRIOR TO ISSUANCE
OF CERTIFICATES OF OCCUPANCY."

"ALL LANDSCAPED AREAS AND
PLANT MATERIAL, EXCEPT FOR
NON-IRRIGATED NATIVE,
RESTORATIVE, AND DRYLAND
GRASS AREAS THAT COMPLY WITH
REQUIREMENTS FOUND IN SEC.
146-1429 AND/OR SEC 146-1435
MUST BE WATERED BY AN
AUTOMATIC UNDERGROUND
IRRIGATION SYSTEM. IRRIGATION
SYSTEM DESIGN, INSTALLATION,
OPERATION, AND MAINTENANCE
SHALL CONFORM TO
REQUIREMENTS FOUND IN THE CITY
OF AURORA IRRIGATION
ORDINANCE."

NOT FOR

CONSTRUCTION

LANDSCAPE PLAN

"THE LANDSCAPE PLAN MUST
REFLECT THE LOCATION OF ALL
FIRE HYDRANTS, KNOX HARDWARE
AND FIRE DEPARTMENT
CONNECTIONS TO ENSURE THAT
THESE DEVICES ARE NOT
PHYSICALLY OR VISUALLY
OBSTRUCTED FROM RESPONDING
FIRE CREWS. THE SEPARATION
REQUIREMENTS FROM FIRE
DEPARTMENT CONNECTIONS AND
FIRE HYDRANTS MUST MEET BOTH
LIFE SAFETY (TYPICALLY 5 FEET
AND NO MATERIAL GREATER THAN 2
FEET IN HEIGHT) AND LANDSCAPING
REQUIREMENTS. LANDSCAPING
MATERIAL CANNOT BE OMITTED OR
REDUCED BASED ON THE
INSTALLATION OF A FIRE HYDRANT
WITHIN A PARKING LOT ISLAND OR
PLANT BED. IT IS RECOMMENDED
THAT THE ISLAND OR PLANT BED BE
CONSTRUCTED LARGE ENOUGH TO
ADEQUATELY ACCOMMODATE BOTH
LANDSCAPING MATERIAL AND FIRE
HYDRANTS IN ORDER TO COMPLY
WITH ALL CITY STANDARDS.












NOT TO SCALE

SHRUB PLANTING DETAIL
NOT TO SCALE

DECIDUOUS TREE PLANTING DETAIL

EVERGREEN TREE PLANTING DETAIL
NOT TO SCALE



NOTES
SIZE
PLANTING

LANDSCAPE SCHEDULE (Outlaying Areas):
Planting Schedule:

TREES

SYM. BOTANICAL/COMMON NAMEQTY.
HT./WD.
MATURE

40-60'
20-30' 6' ht.

40-50'
50-60' 2.5" cal.

15-20'
20-30' 6' ht.

2.0" cal.

12-15'
4-6'


(Picea pungens "Glauca Globosa')

8-10'
8-10'

5 gal.

6-8'
6-8'

WHITE FIR
(Abies concolor)

PINON PINE
(Pinus edulis)

KENTUCKY COFFEETREE
(Gymnocladus dioicus 'Espresso')

BRISTLECONE PINE
(Pinus aristata)

WINTER KING HAWTHORN
(Crataegus viridis 'Winter King')

SKYLINE HONEYLOCUST
(Gleditsia triacanthos inermis 'Skyline')

40-50'
30-40' 2.5" cal.


(Juniperus scopulorum ' Gray Gleam')


(Juniperus media 'Sea Green')


(Rhus typhina 'Laciniata')

meet or exceed AAN. min. size
Container Grown. Size to

(Juniperus horizontalis 'Hughes')
1-2'
5-8'

meet or exceed AAN. min. size
Container Grown. Size to

(Perovskia atriplicifolia)
3-4'
3-4'

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
B&B Nursery Grown. Size to

6' ht.20-30'
10-20'

15-20'
20-30'

40-50'
50-60' 2.5" cal.CRIMSON SENTRY MAPLE

(Acer platanoides 'Crimson Sentry') meet or exceed AAN. min. size
B&B Nursery Grown. Size to

meet or exceed AAN. min. size
Container Grown. Size to

5-6'
6-8'


(Syringa meyeri 'Palibin')

4-6'
4-6' meet or exceed AAN. min. size

Container Grown. Size to



        




          


          
          
        


          
        









           












LANDSCAPE NOTES:

          
           


          
          


          













             




































 
         




DESCRIPTION/REMARKS


SYMBOL





SYMBOL KEY:





D

E F

STEEL MAINTENANCE EDGE
NOT TO SCALE

SOD INSTALLATION
NOT TO SCALE

ORNAMENTAL GRASS PLANTING
NOT TO SCALE

A

B

C

TOP OF ROOT BALL
TO SIT FLUSH WITH
ADJACENT FINISH
GRADE

Building Perimeter Landscape Table

Building Building Perimeter Landscape Description Length Trees

Required

Trees

Provided

Tall Shrubs

Required

Tall Shrubs

Provided

Regular Shrubs

Required

Regular Shrubs

Provided

1 Building 1 Elevation

5% Trees (Mix of Evergreen and Deciduous)

15% Tall Shrubs

80% Other Shrubs

2 Building 2 Elevation

5% Trees (Mix of Evergreen and Deciduous)

15% Tall Shrubs

80% Other Shrubs

3 Building 3 Elevation

5% Trees (Mix of Evergreen and Deciduous)

15% Tall Shrubs

80% Other Shrubs

4 Building 4 Elevation

5% Trees (Mix of Evergreen and Deciduous)

15% Tall Shrubs

80% Other Shrubs

5 Building 5 Elevation

5% Trees (Mix of Evergreen and Deciduous)

15% Tall Shrubs

80% Other Shrubs

468 LF

468 LF

468 LF

468 LF

468 LF

6 6

18 18

94 96

6 6

18 18

94 96

6 6

18 18

94 96

6 6

18 18

94 96

6 6

18 18

94 96

SET SHRUBS VERTICAL. SHRUB SPACING IN
GROUPED PLANTINGS TO BE AS INDICATED ON
DRAWINGS.

NOTES
SHRUB PLANTING TO BE COMPLETED PER
SPECIFICATION.
RUN SOAKER HOSE IN PLANTING PIT DURING
BACKFILLING EACH PIT
APPLY ANTI-DESICCANT FOLIAR SPRAY TO ALL
EVERGREEN SHRUBS PER SPECIFICATIONS

1.

2.

3.

PLANTING BACKFILL MIX WITH
FERTILIZER AND
SUPERABSORBENT POLYMER
PER SPECIFICATIONS

PLANTING PITS TO BE 2X SIZE OF
ROOT BALL & HAVE GRADUALLY
SLOPED SIDES AND FLAT BOTTOM.

FINISH GRADE

3" DEPTH AGGREGATE OR ORGANIC
MULCH AS INDICATED ON DRAWINGS
KEEP MULCH OUT 3" FROM STEM OF
SHRUBS

TOP OF ROOT BALL TO BE SET
FLUSH WITH FINISH GRADE

ROOT BALL TO SIT ON
UNDISTURBED SOIL

PLANTING PITS TO BE 2X SIZE OF
ROOT BALL & HAVE GRADUALLY SLOPED SIDES AND FLAT BOTTOM

NOTES
TREE PLANTING AND GUYING & STAKING TO BE
COMPLETED PER SPECIFICATIONS.
SPADE TRANSPLANTED TREES TO BE GUYED &
STAKED PER THIS DETAIL.
RUN SOAKER HOSE IN PLANTING PIT DURING
BACKFILLING EACH PIT.

TOP OF ROOT BALL TO
SIT FLUSH WITH
ADJACENT FINISH
GRADE

2ea. STAKES
PLAN VIEW

ROOT BALL

(UP TO 8' HT.)
3ea. STAKES

ROOT BALL

(TALLER THAN 8' HT.)




MANUFACTURED NYLON TREE STRAPS WITH METAL
EYELETS PER SPECIFICATIONS

4" DEPTH ORGANIC MULCH IN 36" RING FOR TREES
UP TO 3" CAL. AND 48" RING FOR TREES 3"+ CAL
INSTALLED PER SPECIFICATIONS
DOUBLE STRANDED/TWISTED 14 GAUGE GALVANIZED
STEEL GUY WIRE

PROVIDE 12" SECTION OF 1" SIZE  WHITE PVC PIPE
AS SAFETY MARKERS WHEN INSTALLING GUY WIRES

SET TREE VERTICAL IN PLANTING PIT. TREES UP TO
8' HT.: 2 ea. ROUND WOOD CEDAR POSTS, 8+ HT.
3 ea. ROUND CEDAR POSTS EVEN SPACED IN
UNDISTURBED SOIL AROUND PIT.

CONSTRUCT 3" HT. SOIL RETENTION RING FOR
ALL TREES PLANTED IN SEEDED AREAS (NOT
REQUIRED FOR TREES IN SOD AND MULCHED
AREAS)

PLANTING BACKFILL MIX WITH FERTILIZER AND
SUPERABSORBENT POLYMER PER SPECIFICATIONS

PLAN VIEW

(UP TO 3" CAL.)

(3" CAL. & LARGER)

2ea. STAKES

3ea. STAKES

ROOT BALL

ROOT BALL

ROOT BALL TO SIT ON
UNDISTURBED SOIL

PLANTING PITS TO BE 2X SIZE OF
ROOT BALL & HAVE GRADUALLY
SLOPED SIDES AND FLAT BOTTOM

NOTES
TREE PLANTING AND GUYING & STAKING TO BE COMPLETED
PER SPECIFICATIONS.
SPADE TRANSPLANTED TREES TO BE GUYED & STAKED PER
THIS DETAIL.
RUN SOAKER HOSE IN PLANTING PIT DURING BACKFILLING
EACH PIT.

PLANTING BACKFILL MIX WITH FERTILIZER AND
SUPERABSORBENT POLYMER PER SPECIFICATIONS

CONSTRUCT 3" HT. SOIL RETENTION RING FOR ALL
TREES PLANTED IN SEEDED AREAS (NOT REQUIRED
FOR TREES IN SOD AND MULCHED AREAS)

4" DEPTH ORGANIC MULCH IN 36" RING FOR TREES
UP TO 3" CAL. AND 48" RING FOR TREES 3"+ CAL
INSTALLED PER SPECIFICATIONS

MANUFACTURED TRUNK GUARD INSTALLED PER
SPECIFICATIONS

MANUFACTURED PHOTODEGRADABLE TREE WRAP
INSTALLED PER SPECIFICATIONS

DOUBLE STRANDED/TWISTED 14 GAUGE GALVANIZED
STEEL GUY WIRE

SET TREE
VERTICAL IN
PLANTING PIT.
TREES UP TO 3"
CAL.: 2 ea.
ROUND WOOD
CEDAR POSTS,
3+ CAL.
3 ea. ROUND
CEDAR POSTS
EVEN SPACED IN
UNDISTURBED
SOIL AROUND
PIT.

PROVIDE 12" SECTION OF 1" SIZE  WHITE PVC PIPE
AS SAFETY MARKERS WHEN INSTALLING GUY WIRES

MANUFACTURED NYLON TREE STRAPS WITH METAL
EYELETS PER SPECIFICATIONS




















AMENDED SOIL PER
SPECIFICATIONS

TIGHTLY FITTED
JOINTS BETWEEN
SOD ROLLS

SOD

MAINTENANCE EDGE (CONCRETE
OR STEEL), SIDEWALK OR OTHER
PAVEMENT

1"

NOTES
GRASS PLANTING TO BE COMPLETED PER
SHRUB SPECIFICATION.
RUN SOAKER HOSE IN PLANTING PIT DURING
BACKFILLING EACH PIT
APPLY ANTI-DESICCANT FOLIAR SPRAY TO ALL
GRASS PLANTINGS

1.

2.

3.

TOP OF ROOT BALL TO BE 1-2"
ABOVE
FINISH GRADE IN PLANTER
BEDS TO RECEIVE
AGGREGATE OR ORGANIC
MULCH

3" DEPTH AGGREGATE OR
ORGANIC MULCH AS
INDICATED ON DRAWINGS

KEEP MULCH OUT 3"
FROM STEM OF
GRASSES

PLANTING PITS TO BE 2X SIZE OF
ROOT BALL & HAVE GRADUALLY
SLOPED SIDES AND FLAT BOTTOM

PLANTING BACKFILL MIX
WITH FERTILIZER AND
SUPERABSORBENT
POLYMER PER
SPECIFICATIONS

FINISH GRADE

6

4

7

5

5

8

6

23

23

26

22

160

160

160

5 gal.

5 gal.

5 gal.

5 gal.

5 gal.

5 gal.

(tall shrub category)

meet or exceed AAN. min. size
Container Grown. Size to

(tall shrub category)

meet or exceed AAN. min. size
Container Grown. Size to

(tall shrub category)

meet or exceed AAN. min. size
Container Grown. Size to

(tall shrub category)

A Westrian Company

NOT FOR

CONSTRUCTION

LANDSCAPE DETAILS




