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1.01.0 1.1 1.1 1.0 0.9 0.8 0.8 0.8 0.8 0.9 0.9 0.8 0.8

0.7

0.8 0.00.00.10.10.20.7 0.60.8 1.01.31.51.51.20.4 0.30.0 0.50.40.10.00.0 0.20.0 1.10.00.00.00.00.0

0.0

0.0 2.8 0.00.60.71.01.61.0 2.2 0.32.31.81.71.82.12.0 2.3

2.20.0 1.11.42.22.4 0.62.2 0.52.11.60.90.20.3

0.0

2.4 1.0

0.0

1.11.21.31.40.8 1.10.0 0.90.80.60.40.30.3 1.30.10.00.00.0 0.0 0.0

0.00.0

0.80.0 0.00.00.00.00.00.0 0.0

0.0

0.00.00.00.00.00.0 0.0

1.20.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 2.0 1.9 1.9 1.8 1.9 0.00.3

0.0

0.00.10.10.11.8 0.21.5 0.40.50.60.80.90.0 0.10.00.0 0.0

0.00.00.00.00.00.0

0.0 0.00.00.00.00.00.0 0.0 0.00.00.00.00.00.00.0 0.0

0.00.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0

0.0 2.21.81.71.70.00.0 0.00.0 0.00.00.00.00.00.0 0.0

0.0

0.0

0.00.00.00.0 0.00.0 0.00.00.00.00.00.00.0 0.0

0.0

0.0

0.0

0.0

0.00.00.00.00.0

0.00.4 0.3 0.4 0.5 0.6 0.5 0.2 0.1 0.1 0.1 0.0 0.0 0.0

0.0

0.00.0 0.00.0 0.00.00.00.00.01.70.1 0.62.22.63.23.1 1.50.6 0.80.10.00.00.00.00.0 2.2 0.8

0.0

2.01.81.92.12.6 1.0 1.00.60.50.50.50.60.6 1.5

0.91.1 0.30.50.61.2 0.11.2 0.10.70.60.60.70.8 1.5 0.0

0.0

0.00.00.00.00.2 0.01.4 0.00.00.00.00.00.1 0.00.0 0.90.00.00.00.0 0.00.0 0.00.00.00.00.00.0 0.00.0 0.1 1.82.12.22.62.70.0 0.00.0 0.00.00.00.00.00.0 0.3

0.0

0.0 0.0

0.0 0.0 0.0 0.0 0.40.0

0.0

2.20.00.00.00.0 0.00.0 0.00.00.00.00.0

0.0

0.0

0.2 0.01.91.41.41.0 0.10.4 0.10.20.30.92.51.90.6 0.7 0.0

1.7

0.00.00.00.00.8 0.0 0.00.10.10.10.10.10.1 0.0

0.00.8 0.2 0.2 0.2 0.3 0.3 0.3 0.4 0.2 0.1 0.1 0.1 0.10.8

0.0

0.0 0.0 0.00.00.00.00.01.20.4 1.62.13.02.10.7 1.90.3 2.00.60.81.01.31.92.2 0.3 0.7

0.8

0.90.60.40.21.6 0.3 1.41.31.20.60.20.10.9 0.2

0.00.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.2

0.7 1.81.71.50.00.00.0 0.70.0 0.80.80.91.20.0 0.6

0.6 2.23.02.01.6 0.90.5 1.20.80.91.31.51.60.0 1.9 0.0

1.5

0.00.00.6 0.00.00.00.02.23.01.9 0.0

0.00.0 1.20.70.61.0 1.00.0 0.80.00.00.00.00.0

2.1

0.0 0.7

0.0

2.02.11.81.81.3 1.50.0 0.30.20.20.30.50.7 2.0

1.3

0.0

0.00.00.01.6 0.01.6 0.01.00.70.40.00.0

0.1

2.4

0.00.00.00.00.0

0.02.5 0.00.0

0.00.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1.41.3

0.0

2.12.61.30.20.0 2.60.0 0.30.00.00.00.0 0.1

0.9 0.40.60.60.7 0.20.6 0.20.60.71.21.20.90.8 0.7 0.0

1.3

0.3 0.00.00.00.00.10.10.1 0.0

0.7 0.6 0.5 0.3 0.2 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.01.8

0.0 0.00.00.00.00.0

0.0

0.0

0.9

0.0

1.1 0.81.90.70.20.4 2.30.9 1.81.83.32.31.41.91.6 0.8 0.9

0.3

0.80.70.50.62.1 0.9 0.90.80.70.60.50.51.1 0.9

1.42.0 0.8 0.1 0.3 0.7 2.2 2.8 1.1 0.5 0.3 0.3 0.4 0.6

0.6

1.0 0.10.20.20.31.20.8 0.71.0 0.50.80.50.61.81.6 0.60.0 1.60.00.00.00.0 1.20.0 1.20.00.00.00.00.00.0 0.0 0.9 0.12.41.50.70.40.0 0.6 1.31.31.72.33.12.90.6 0.4

2.80.0 1.01.01.01.1 1.42.2 1.63.51.81.91.90.8

0.1

1.6 0.4

1.7

0.40.81.72.60.8 1.20.0 0.20.61.31.31.11.3 2.5

0.0

0.00.0 0.0

0.00.00.00.00.0

0.40.0 0.00.00.00.00.00.0

0.1

0.00.00.00.00.00.0 0.0

0.0 0.00.00.00.00.00.00.0

2.0

0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.00.0 0.00.00.00.00.00.00.00.0

0.0

0.0

0.0 0.00.00.00.00.0 0.00.0 0.00.00.10.10.20.40.9 0.0 0.0

0.0

0.00.00.00.00.0 0.0 0.00.00.00.00.00.00.0 0.0

0.00.1 0.00.00.00.0 0.00.0 0.00.00.00.00.00.00.0 0.0 0.0 0.00.00.00.00.0 0.00.2 0.00.00.00.00.00.0 0.00.0 0.10.00.00.00.0 0.00.0 0.00.00.00.00.00.0 0.00.0 0.0 0.30.50.70.70.40.0 0.10.0 0.00.00.00.00.00.0 0.2

0.6

0.00.7 0.5 0.4 0.3 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.0 0.00.0

1.5

0.00.00.00.00.0 0.00.0 0.00.00.00.00.01.9 0.00.0 1.60.00.00.00.0 0.00.0 0.00.00.00.00.00.00.0 0.0 0.0 0.00.00.00.00.00.0 0.0 3.10.00.00.00.00.00.0 0.0

0.00.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0

0.5 0.00.00.10.10.10.0 0.30.0 0.91.41.10.00.00.0 0.2

0.0

0.0

0.00.00.00.00.00.00.00.00.00.0 0.0

0.0 0.00.00.00.00.0 0.00.00.00.0 0.0

0.0

0.0 0.0 0.0 0.0 0.0 0.0

0.0

0.0 0.00.00.00.00.00.0 0.00.0 0.00.00.00.00.0

0.0

0.0

0.2 0.00.00.00.10.1 0.00.1 0.00.30.50.81.31.7 0.1 0.0

0.0

0.00.00.00.00.0 0.0 0.00.00.00.00.00.00.0 0.0

0.00.0 0.00.00.00.0 0.00.0 0.00.00.00.00.00.00.0 0.0 0.0

0.0

0.00.0 0.00.00.00.00.00.00.0 0.01.31.80.00.0 1.80.0 1.90.00.00.00.00.0

0.0

0.0 0.2 0.00.00.00.00.11.4 0.10.0 0.40.71.11.81.71.4 0.1

0.00.0 0.2 0.6 2.0 2.6 1.4 0.5 0.2 0.1 0.1 0.1 0.0 0.0 0.0 0.00.00.00.00.00.0 0.00.0 0.00.00.00.00.00.0 0.00.0 0.00.00.00.00.0 0.00.0 0.00.00.00.00.00.0

0.0

0.0 0.0 0.00.00.00.00.00.0 0.0 0.00.00.00.00.00.00.0 0.0

0.00.0 0.00.00.00.0 0.00.0 0.00.00.00.00.00.0

0.0

0.0 0.0

1.8

0.20.10.00.00.0 0.00.0 0.00.00.00.00.00.0 0.0

0.0

0.0

0.00.00.00.0 0.00.0 0.00.00.00.00.00.0 0.0

0.00.00.00.00.0

0.00.0 0.00.0

0.0

0.0

0.0 0.0 0.0 0.0 0.0

0.0

0.0 0.00.00.00.00.00.0 0.00.0 0.00.00.00.00.0

0.0

0.0

0.0 0.00.00.00.00.0 0.00.0 0.00.00.00.00.00.0

1.3

0.0 0.0

0.0

0.00.00.00.00.0 0.0 0.00.00.00.00.00.00.0 0.0

0.00.0 0.00.00.00.0 0.00.0 0.00.00.00.00.00.00.0 0.0 0.00.0 0.00.0 0.00.00.00.00.00.0 0.00.0 0.02.41.40.50.0 0.40.0 0.20.00.00.00.00.0

0.0

0.0 0.0 0.00.00.00.00.01.1 0.00.0 0.00.00.00.10.10.1 0.0

ILLUMINATION WITHIN THE
SITE SHALL COMPLY WITH
THE 2015 INTERNATIONAL
BUILDING CODE
REQUIREMENT FROM
SECTION 1006 - MEANS OF
EGRESS ILLUMINATION,
“ILLUMINATION REQUIRED:
THE MEANS OF EGRESS,
INCLUDING THE EXIT
DISCHARGE, SHALL BE
ILLUMINATED AT ALL TIMES
THE BUILDING IS
OCCUPIED.” AND SECTION
1006.2 ILLUMINATION LEVEL,
“THE MEANS OF EGRESS
ILLUMINATION LEVEL SHALL
NOT BE LESS THAN 1
FOOT-CANDLE (11 LUX) AT
THE FLOOR LEVEL AND
CONTINUING TO THE PUBLIC
WAY.”

Riser Room

No building access

Riser Room

No building access

Riser Room
No building access

Riser Room
No building access

Riser Room
No building access

Ele
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No 
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Electrical Service

No Room
Electrical Service

No Room

Electrical Service
No Room

Building Entrance
Typical



 

PHONE: 303.295.2900
FAX: 303.293.8337
WWW.ILLUMSYS.COM

5 SOUTH KALAMATH STREET
DENVER, CO 80223

Date:10/31/2019

PHOTOMETRICS ARE NOT TO SCALE

FINAL CONSTRUCTION DRAWINGS

& CALCULATIONS ARE THE

RESPONSIBILITY OF A LICENSED

ARCHITECT OR ENGINEER.

DRAWINGS ARE FOR ESTIMATING

PURPOSES ONLY.

FOOT-CANDLE VALUES ARE

PREDICTED AT HORIZONTAL

CALCULATIONS UNLESS SPECIFIED

OTHERWISE. ACTUAL

FOOT-CANDLES MAY VARY.

ILLUMINATION SYSTEMS

DSC 1

FOR PRICING AND

AVAILABILITY, CONTACT

ILLUMINATION SYSTEMS

AT 303.295.2900

DESIGN, SUPPORT

& CONTROLS

CREATED BY:

KENDYL COLONIAS

A
U

R
O

R
A
, 

C
O

REFLECTANCES:

N./A. DIRECT CALCULATIONS ONLY

MOUNTING HEIGHT:

VARIES CHECK LABELS

CALCULATION SPACING:

10' - 0"  x   10' - 0"

FOOTCANDLE CALC HEIGHT:

0' - 0"  A.F.G.

ADDITIONAL NOTES:

FIXTURES MAGNIFIED X3

C
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C
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O
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M

Luminaire Schedule
Symbol Qty Label Lum. Watts Lum. Lumens LLF Catalog

Calculation Summary

13 CAR 8.2 517 0.900 P3649-3030K9

Label Units Avg Max Min Avg/Min

10 SP1 52 6342 0.900 PRV-C15-D-UNV-T3-BK-7030-HSS/HAPCO POLE

Max/Min

10 SP2

CalcPts_1 Fc 0.25 3.6

52 6320 0.900 PRV-C15-D-UNV-T4-BK-7030-HSS/HAPCO POLE
5 SP3 99 6148 0.900 LXS-B3-LED-D1-T2-S-7030
10 WS 24.7 2468 0.900 ENV-E01-LED-E1-BL3-7030

0.0 N.A. N.A.
Park and Drive Fc 1.16 3.2 0.2 5.80 16.00



Lumark

PRV / PRV-XL 
PREVAIL

LED

 
AREA / SITE / ROADWAY 

LUMINAIRE

SPECIFICATION FEATURES

Construction
Construction is comprised of a 
heavy-duty, single-piece die-cast 
aluminum housing. The LED 
drivers are mounted in direct 
contact with the casting to promote 
low operating temperature and 
long life. The die-cast aluminum 
door is tethered to provide easy 
access to the driver if replacement 
is required. A one-piece silicone 
gasket seals the door to the fixture 
housing. The optics is mounted 
on a versatile, aluminum plate 
that dissipates heat from the 
LEDs resulting in longer life of 
the fixture. The fixture is IP66 and 
vibration rated (ANSI C136.31) to 
insure strength of construction 
and longevity in the selected 
application.

Optics
Precision molded, high efficiency 
optics are precisely designed to 
shape the distribution, maximizing 
efficiency and application 
spacing. Available in Type II, III, 
IV and V distributions with lumen 
packages ranging from 6,100 to 
18,900 nominal lumens. Light 
engine configurations consist 
of high-efficacy LEDs mounted 
to metal-core circuit boards 

to maximize heat dissipation 
and promote long life. For the 
ultimate level of spill light control, 
an optional house side shield 
accessory can be field or factory 
installed.

Electrical
LED drivers are mounted to the 
fixture for optimal heat sinking 
and ease of maintenance. Class 
1 electronic drivers have a power 
factor >90%, THD <20%, and an 
expected life of 100,000 hours with 
<1% failure rate. Available in 120-
277V 50/60Hz, 347V 60Hz or 480V 
60Hz operation. 480V is compatible 
for use with 480V Wye systems 
only. 10kV/10 kA surge protection 
standard. 0-10V dimming driver 
is standard with leads external to 
the fixture. Suitable for ambient 
temperatures from -40°C to 40°C. 
Optional 50°C HA (high ambient) 
available. Standard NEMA 3-PIN 
twistlock photocontrol receptacle 
and NEMA 7-PIN twistlock 
photocontrol receptacles are 
available as options.

Controls
See Control Options section for 
more details on available offerings.

Mounting
Standard pole mount arm is bolted 
directly to the pole and the fixture 
slides onto the arm and locks in 
place with a bolt facilitating quick 
and easy installation. The versatile, 
patented, standard mount arm 
accommodates multiple drill 
patterns ranging from 1-1/2" to 
4-7/8". Removal of the door on the 
standard mounting arm enables 
wiring of the fixture without having 
to access the driver compartment. 
A knock-out on the standard 
mounting arm enables round 
pole mounting. Wall mount and 
mast arm mounting options are 
available. Mast arm adapter fits 
2-3/8" O.D. tenon.

Finish
Housing and cast parts finished 
in five-stage super TGIC polyester 
powder coat paint, 2.5 mil nominal 
thickness for superior protection 
against fade and wear. Standard 
color is bronze. Additional colors 
available in white, grey, black, dark 
platinum and graphite metallic.

Warranty
Five-year warranty.

TD500069EN
July 3, 2019 3:42 PM

The Prevail LED area, site luminaire combines optical performance, 
energy efficiency and long term reliability in an advanced, patent pending 
modern design. Utilizing the latest LED technology, the Prevail luminaire 
delivers unparalleled uniformity resulting in greater pole spacing.  
A versatile mount standard arm facilitates ease of installation for both 
retrofit and new installations. With energy savings greater than 85%, 
the Prevail fixture replaces 150-1,000W metal halide fixtures in general 
area lighting applications such as parking lots, walkways, roadways and 
building areas. 

DESCRIPTION

C E R T I F I C A T I O N  D A T A
UL and cUL Wet Location Listed
IP66-Rated
3G Vibration Rated (PRV)
1.5G Vibration Rated (PRV-XL)
ISO 9001
FCC Class A

E N E R G Y  D A T A
Electronic LED Driver
0.9 Power Factor
<20% Total Harmonic Distortion
120-277V/50 and 60Hz,
347V/60Hz, 480V/60Hz
-40°C Minimum Temperature Rating
+40°C Ambient Temperature Rating

S H I P P I N G  D A T A
Approximate Net Weight: 
PRV: 20 lbs. (9.09 kgs.)
PRV-XL: 45 lbs. (20.41 kgs.)

Prevail XL

Prevail

17-7/8" [454mm] 39-5/8" [1006mm]

3-11/16"
[94mm]

13-15/16" [354mm] 26-13/16" [681mm]

2-3/4"
[70mm]

6-15/16"
[177mm]

7-1/8"
[180mm]

DIMENSIONS

S

YS
TEMS

C

E RT I F I E

D

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

LumenSafe Technology

Description : PRV-C15-D-UNV-T3-SA-BK-7030
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP1
Description : PRV-C15-D-UNV-T3-SA-BK-7030-HSS
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP1

B Wall Thickness 
Straight Aluminum Tube
Alloy 6063-T6

Handhole

4-Bolt Base
With Bolt Covers

C Butt Diameter

A 
M

ou
nt

in
g 

He
ig

ht

D Top Diameter

1'
-6

"

Pole Cap - Aluminum 
With Stainless Steel Screws 
(Tenon Option Available -
See Mounting Designation)

Round Straight Aluminum Pole
No Arm — 4-Bolt BaseRSA

Dimensions in Inches

 C D F G H I
 Butt Dia. top Dia. Bolt Cir. Dia. Base sq. Bolt proj. Bolt size 

5 5 7.5 - 8 7.5 2 .75 x 17 x 3 

Satin Aluminum or Powder Coated 
Finish per Customer Specification.

Finish 
01 = Satin Aluminum
BA = Black Powder Coat
BH = White Powder Coat
BM = Dark Bronze Powder Coat
BV = Dark Green Powder Coat
GC = Gray Powder Coat

** = Specify Finish

 a B C 
 Mtg. Wall Butt total luM.   MaxiMuM epa   olD 
 Hgt. tHiCkness DiaMeter WeigHt 90 100 110 120 130 Cat. nuMBer Catalog nuMBer

20 0.156’’ 5 60 5.6 3.7 3.4 2.6 2.1 78S-033 RSA20C5-4-**

RSA20C5-4 -

26252 Hillman Highway
Abingdon, VA 24210
800.368.7171
www.hapco.com

Customer Name:    
ProjeCt:   LoCatioN: 
Notes: 

WARNING: 
Do not install light pole without luminaire.

QuaNtity:

The pole shaft will be constructed of seamless extruded 
tube of 6063 Aluminum Alloy per the requirements of 
ASTM B221. The shaft assembly shall be full-length heat 
treated after base weld to produce a T6 temper.

2” x 4” Handhole with curved Lap Style Aluminum Door 
and two (2) SS Self-Tapping Attaching Screws. 
A Grounding Provision incorporating a tapped 1/4”-
20NC hole is provided opposite the Handhole.

Pole

Handhole

Anchorage

Vibration Damper

4-Bolt Cast Aluminum 
Base Flange of Alloy 
356-T6 with Aluminum 
Bolt Covers (Alloy 356-F) 
and Stainless Steel Hex 
Head Attaching Screws.

Base Style

Anchorage Kit will 
include four (4) L-shaped 
Steel Anchor Bolts 
conforming to AASHTO 
M314-90 Grade 55. Ten 
inches (10") of threaded 
end will be galvanized 
per ASTM A153.  
Kits will contain four (4) 
Hex Nuts, four (4) Lock 
Washers, and four (4) 
Flat Washers  
(all components 
Galvanized Steel). A bolt 
circle template will  
be provided.

When determined necessary by Hapco, a Vibration 
Damper will be factory-installed inside the pole shaft. 
Customer specification of the damper is available.

Handhole - 0°

180°
|

I

0°

- 90° 270° -   

G
Base

Square
F

Bolt
Circle

H Bolt Proj. I
Bolt
Size

EPA Notes: Effective Projected Area (EPA) in square feet. EPA’s 
calculated using wind velocity (mph) indicated in accordance with 
2009 AASHTO LTS-5 using a 25 year design life. Maximum EPA is 
based on the luminaire weight shown. Increased luminaire weight 
may reduce the maximum EPA. If weight is exceeded, or if other 
design life or code is required, please consult the factory.

 CAtAloG NuMBer  FiNiSH

Mounting Designation
Side Drill Mount - For Side Drill Mount applications 
specify luminaire type, quantity and orientation.  
A luminaire drilling template must be supplied at time 
of order.

Handhole

180°
|

I

0°

- 90°  270° -   

Tenon Mount
For Tenon Mount applications 
specify both Tenon diameter 
(2.375", 2.875", 3.5", etc.) and 
length (3", 4", etc.).

Description : RSA20C5-4-BA
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP1

01BABHBMBVGC**

Lumark

PRV / PRV-XL 
PREVAIL

LED

 
AREA / SITE / ROADWAY 

LUMINAIRE

SPECIFICATION FEATURES

Construction
Construction is comprised of a 
heavy-duty, single-piece die-cast 
aluminum housing. The LED 
drivers are mounted in direct 
contact with the casting to promote 
low operating temperature and 
long life. The die-cast aluminum 
door is tethered to provide easy 
access to the driver if replacement 
is required. A one-piece silicone 
gasket seals the door to the fixture 
housing. The optics is mounted 
on a versatile, aluminum plate 
that dissipates heat from the 
LEDs resulting in longer life of 
the fixture. The fixture is IP66 and 
vibration rated (ANSI C136.31) to 
insure strength of construction 
and longevity in the selected 
application.

Optics
Precision molded, high efficiency 
optics are precisely designed to 
shape the distribution, maximizing 
efficiency and application 
spacing. Available in Type II, III, 
IV and V distributions with lumen 
packages ranging from 6,100 to 
18,900 nominal lumens. Light 
engine configurations consist 
of high-efficacy LEDs mounted 
to metal-core circuit boards 

to maximize heat dissipation 
and promote long life. For the 
ultimate level of spill light control, 
an optional house side shield 
accessory can be field or factory 
installed.

Electrical
LED drivers are mounted to the 
fixture for optimal heat sinking 
and ease of maintenance. Class 
1 electronic drivers have a power 
factor >90%, THD <20%, and an 
expected life of 100,000 hours with 
<1% failure rate. Available in 120-
277V 50/60Hz, 347V 60Hz or 480V 
60Hz operation. 480V is compatible 
for use with 480V Wye systems 
only. 10kV/10 kA surge protection 
standard. 0-10V dimming driver 
is standard with leads external to 
the fixture. Suitable for ambient 
temperatures from -40°C to 40°C. 
Optional 50°C HA (high ambient) 
available. Standard NEMA 3-PIN 
twistlock photocontrol receptacle 
and NEMA 7-PIN twistlock 
photocontrol receptacles are 
available as options.

Controls
See Control Options section for 
more details on available offerings.

Mounting
Standard pole mount arm is bolted 
directly to the pole and the fixture 
slides onto the arm and locks in 
place with a bolt facilitating quick 
and easy installation. The versatile, 
patented, standard mount arm 
accommodates multiple drill 
patterns ranging from 1-1/2" to 
4-7/8". Removal of the door on the 
standard mounting arm enables 
wiring of the fixture without having 
to access the driver compartment. 
A knock-out on the standard 
mounting arm enables round 
pole mounting. Wall mount and 
mast arm mounting options are 
available. Mast arm adapter fits 
2-3/8" O.D. tenon.

Finish
Housing and cast parts finished 
in five-stage super TGIC polyester 
powder coat paint, 2.5 mil nominal 
thickness for superior protection 
against fade and wear. Standard 
color is bronze. Additional colors 
available in white, grey, black, dark 
platinum and graphite metallic.

Warranty
Five-year warranty.

TD500069EN
July 3, 2019 3:42 PM

The Prevail LED area, site luminaire combines optical performance, 
energy efficiency and long term reliability in an advanced, patent pending 
modern design. Utilizing the latest LED technology, the Prevail luminaire 
delivers unparalleled uniformity resulting in greater pole spacing.  
A versatile mount standard arm facilitates ease of installation for both 
retrofit and new installations. With energy savings greater than 85%, 
the Prevail fixture replaces 150-1,000W metal halide fixtures in general 
area lighting applications such as parking lots, walkways, roadways and 
building areas. 

DESCRIPTION

C E R T I F I C A T I O N  D A T A
UL and cUL Wet Location Listed
IP66-Rated
3G Vibration Rated (PRV)
1.5G Vibration Rated (PRV-XL)
ISO 9001
FCC Class A

E N E R G Y  D A T A
Electronic LED Driver
0.9 Power Factor
<20% Total Harmonic Distortion
120-277V/50 and 60Hz,
347V/60Hz, 480V/60Hz
-40°C Minimum Temperature Rating
+40°C Ambient Temperature Rating

S H I P P I N G  D A T A
Approximate Net Weight: 
PRV: 20 lbs. (9.09 kgs.)
PRV-XL: 45 lbs. (20.41 kgs.)

Prevail XL

Prevail

17-7/8" [454mm] 39-5/8" [1006mm]

3-11/16"
[94mm]

13-15/16" [354mm] 26-13/16" [681mm]

2-3/4"
[70mm]

6-15/16"
[177mm]

7-1/8"
[180mm]

DIMENSIONS
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Prepared by 

LumenSafe Technology

Description : PRV-C15-D-UNV-T4-SA-BK-7030
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP2
Description : PRV-C15-D-UNV-T4-SA-BK-7030-HSS
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP2

B Wall Thickness 
Straight Aluminum Tube
Alloy 6063-T6

Handhole

4-Bolt Base
With Bolt Covers

C Butt Diameter

A 
M

ou
nt

in
g 

He
ig

ht

D Top Diameter

1'
-6

"

Pole Cap - Aluminum 
With Stainless Steel Screws 
(Tenon Option Available -
See Mounting Designation)

Round Straight Aluminum Pole
No Arm — 4-Bolt BaseRSA

Dimensions in Inches

 C D F G H I
 Butt Dia. top Dia. Bolt Cir. Dia. Base sq. Bolt proj. Bolt size 

5 5 7.5 - 8 7.5 2 .75 x 17 x 3 

Satin Aluminum or Powder Coated 
Finish per Customer Specification.

Finish 
01 = Satin Aluminum
BA = Black Powder Coat
BH = White Powder Coat
BM = Dark Bronze Powder Coat
BV = Dark Green Powder Coat
GC = Gray Powder Coat

** = Specify Finish

 a B C 
 Mtg. Wall Butt total luM.   MaxiMuM epa   olD 
 Hgt. tHiCkness DiaMeter WeigHt 90 100 110 120 130 Cat. nuMBer Catalog nuMBer

20 0.156’’ 5 60 5.6 3.7 3.4 2.6 2.1 78S-033 RSA20C5-4-**

RSA20C5-4 -

26252 Hillman Highway
Abingdon, VA 24210
800.368.7171
www.hapco.com

Customer Name:    
ProjeCt:   LoCatioN: 
Notes: 

WARNING: 
Do not install light pole without luminaire.

QuaNtity:

The pole shaft will be constructed of seamless extruded 
tube of 6063 Aluminum Alloy per the requirements of 
ASTM B221. The shaft assembly shall be full-length heat 
treated after base weld to produce a T6 temper.

2” x 4” Handhole with curved Lap Style Aluminum Door 
and two (2) SS Self-Tapping Attaching Screws. 
A Grounding Provision incorporating a tapped 1/4”-
20NC hole is provided opposite the Handhole.

Pole

Handhole

Anchorage

Vibration Damper

4-Bolt Cast Aluminum 
Base Flange of Alloy 
356-T6 with Aluminum 
Bolt Covers (Alloy 356-F) 
and Stainless Steel Hex 
Head Attaching Screws.

Base Style

Anchorage Kit will 
include four (4) L-shaped 
Steel Anchor Bolts 
conforming to AASHTO 
M314-90 Grade 55. Ten 
inches (10") of threaded 
end will be galvanized 
per ASTM A153.  
Kits will contain four (4) 
Hex Nuts, four (4) Lock 
Washers, and four (4) 
Flat Washers  
(all components 
Galvanized Steel). A bolt 
circle template will  
be provided.

When determined necessary by Hapco, a Vibration 
Damper will be factory-installed inside the pole shaft. 
Customer specification of the damper is available.

Handhole - 0°

180°
|

I

0°

- 90° 270° -   

G
Base

Square
F

Bolt
Circle

H Bolt Proj. I
Bolt
Size

EPA Notes: Effective Projected Area (EPA) in square feet. EPA’s 
calculated using wind velocity (mph) indicated in accordance with 
2009 AASHTO LTS-5 using a 25 year design life. Maximum EPA is 
based on the luminaire weight shown. Increased luminaire weight 
may reduce the maximum EPA. If weight is exceeded, or if other 
design life or code is required, please consult the factory.

 CAtAloG NuMBer  FiNiSH

Mounting Designation
Side Drill Mount - For Side Drill Mount applications 
specify luminaire type, quantity and orientation.  
A luminaire drilling template must be supplied at time 
of order.

Handhole

180°
|

I

0°

- 90°  270° -   

Tenon Mount
For Tenon Mount applications 
specify both Tenon diameter 
(2.375", 2.875", 3.5", etc.) and 
length (3", 4", etc.).

Description : RSA20C5-4-BA
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP2

01BABHBMBVGC**

Invue

LXS LUXESCAPE
COLLECTION 

 
DECORATIVE LUMINAIRE

SPECIFICATION FEATURES

Construction
Housing assembly is IP66 rated 
and cast from low copper content 
corrosion resistant aluminum, 
maintaining strength and 
precision to sustain long term 
dayform appearance. 3G rated 
construction avoids damages 
from installation generated 
vibration. Corrosion-resistant 
color matching hardware 
are minimized to enhance 
appearance. 

Optics
Designed for complex site 
or pedestrian applications, 
WaveStreamTM LED optical 
waveguide technology produces 
both symmetric NEMA Type V 
and asymmetric NEMA II, III, IV 
distributions. The waveguide is 
manufactured from precision 
injection molded acrylic delivering 
visual comfort and optically 
controlled illumination for 
improved glare control. 
Luminaire efficacy measures in 
excess of 100 lm/W for 4000K 
(+/- 275K) CCT at 70 CRI (min). 
Optional 3000K CCT at 70 CRI 
or 3000K CCT at 80 CRI also 
available.

Electrical
LED drivers are uniquely 
positioned and mounted for 
maximum thermal performance 
and extended life. Standard 0-10V 

dimming drivers and surge
protection module are designed 
to withstand 10kV of transient line 
surge. Drivers operate at  
120-277V 50/60Hz with 347V 60Hz 
or 480V 60Hz operation optional. 
Suitable for ambient temperature 
applications as low as -40°C (40°F) 
to 40°C (104°F). Limited high 
ambient options allow for 50°C 
operation. 

Controls
Control options are designed to  
be simple, cost-effective,  
energy code, and regulation 
compliant solutions. Requires 
a 7-PIN NEMA twistlock 
photocontrol receptacle. 
An integrated dimming and 
occupancy sensor is a  
stand-alone control option 
available in On/Off (MS) and 
bi-level dimming (MS/ DIM) 
operation. The optional LumaWatt 
Pro system is a wireless network 
of luminaire-integral sensors. 
Each sensor is capable of motion 
and photo sensing, metering 
power consumption and wireless 
communication. See control 
options page for more details. 

Mounting
Invue’s aluminum round 
decorative pole (ARP) 
offering provides a seamless 
transition and compliments the 
contemporary design architecture 

with its unique sleek taper and 
base design. The tenon mount 
pole comes standard with an 
access door feature integrated 
into the base. 

Spider & Cantilever Mount
Fitter assembly mounts over
3" O.D. tenon and can be adapted 
to a 2-3/8" tenon. It is secured via
concealed, corrosion resistant set 
screw and jam screw pairs in six 
inconspicuous locations.
Fitter design provides seamless
transition to 4" O.D. round pole top. 
Optional mounting accessories
include a twin arm mount and wall
mount arm.

Finish
Eaton utilizes premium  
ultra-weatherable TGIC based  
polyester powder coatings  
specifically formulated to  
withstand extended outdoor  
exposure while providing 
decorative appeal. Finish is 
compliant to 3,000 hour salt 
spray standard (per ASTM B117). 
RAL and custom color matches 
available. 

Warranty
Five-year warranty.

TD500059EN 
August 26, 2019 3:19 PM

The LuxeScape Collection presents a contemporary, architectural  
dayform providing superior uniformity and efficient illumination. 
Designed to enhance urban spaces with beautiful visual appearances and 
integral control solutions, LuxeScape integrates into any environment 
while providing high visibility by utilizing industry-leading WaveStream™  
LED optics. 

DESCRIPTION

C E R T I F I C A T I O N  D A T A
UL/cUL Listed 
FCC Class A 
IEC 60529 IP66 Housing
ANSI C136.31 3G Vibration 
ASTM A356.0 Low Copper Alloy 
ASTM B117 Salt Spray Tested 
RoHS
ISO 9001
DesignLights Consortium® Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120-277V 50/60Hz, 347V 60Hz, 480V 60Hz
40°C Ambient Temperature Rating
As low as -40°C (-40°F) minimum 
temperature
*See MINIMUM TEMPERATURE table

E P A
Effective Projected Area: (Sq. Ft.) 
Cantilever Mount: 1.3  
Spider Mount: 1.6

S H I P P I N G  D A T A
Approximate Net Weight:
Cantilever Mount Weight: 46 lbs. [20.8 kgs.] 
Spider Mount Weight: 53 lbs. [24 kgs.]

SY
STEMS

C

E RT I F I E

D

Catalog # Type

Date

Project

Comments

Prepared by

DIMENSIONS

4" [102mm]

25-13/64" [639mm]

33"
[839mm]

Spider Mount

4" [102mm]

25-13/64" [639mm]

28-5/8"
[727mm]

Cantilever Mount

*www.designlights.org

Description : LXS-B3-LED-D1-T2-BK-S-7030
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP3
Description : AVS12B4-SRO-BA (30381-003)
Project Name: CENTURY CONDOMINIUM
Notes: 

TYPE:

SP3

Job Name: Catalog Number: Type:

ENC/ENT/ENV 
ENTRI LED

1 - 2 LightBARs

Solid State LED

 
ARCHITECTURAL WALL 

LUMINAIRE

Invue
The Entri LED luminaire features a classic and stylish design with the 
added benefits of solid state lighting technology, offering outstanding 
uniformity and energy savings. Using Eaton’s proprietary LED 
LightBAR™ technology and AccuLED Optics™ system, the Entri LED 
luminaire offers designers vast versatility in system design, function 
and performance. Use Entri LED for wall mount architectural lighting 
applications and egress lighting requirements. UL/cUL listed for use in 
wet locations.

DESCRIPTION

SPECIFICATION FEATURES

Construction
HOUSING: Heavy wall, one-piece, 
die-cast aluminum construction 
for precise tolerance control and 
repeatability in manufacturing. 
Integral extruded aluminum heat 
sink provides superior thermal 
heat transfer in +40°C ambient 
environments. FACEPLATE / DOOR: 
One-piece, die-cast aluminum 
construction. Captive, side hinged 
faceplate swings open via release 
of one flush mount die-cast 
aluminum latch on housing side 
panel. GASKET: One-piece molded 
silicone gasket mates perfectly 
between the door and housing 
for repeatable seal. LENS: Uplight 
lens is impact-resistant, 5/32” thick 
tempered frosted glass sealed to 
housing with continuous bead 
silicone gasket. Downlight lens is 
LED board integrated acrylic over-
optics, each individually sealed for 
IP66 rating. HARDWARE: Stainless 
steel mounting screws and latch 
hardware allow access to electrical 
components for installation and 
servicing. 
 
Optics
Choice of six patented, high-
efficiency AccuLED Optic 
distributions. Optics are precisely 
designed to shape the light 
output, maximizing efficiency and 
application spacing. AccuLED Optic 
technology creates consistent 
distributions with the scalability 
to meet customized application 
requirements. Offered Standard in 

4000K (+/- 275K) CCT and minimum 
70 CRI. Optional 3000K CCT and 
5000K CCT.

Electrical
LED drivers mount to die-cast 
aluminum back housing for 
optimal heat sinking, operation 
efficacy, and prolonged life. 
Standard drivers feature electronic 
universal voltage (120-277V 
50/60Hz), 347V 60Hz or 480V 60Hz 
operation. 480V is compatible for 
use with 480V Wye systems only. 
Greater than 0.9 power factor, less 
than 20% harmonic distortion, and 
is suitable for operation in -40°C 
to 40°C ambient environments. 
All fixtures are shipped standard 
with 10kV/10kA common – 
and differential – mode surge 
protection. LightBARs feature 
and IP66 enclosure rating and 
maintain greater than 95% lumen 
maintenance at 60,000 hours 
per IESNA TM-21. Emergency 
egress options for -20°C ambient 
environments, occupancy sensor 
and dimming options available.
 
Mounting
JUNCTION BOX: Standard with 
zinc-plated, quick-mount junction 
box plate that mounts directly to 
4” J-Box. LightBARs mount facing 
downward. Fixture slides over 
mounting plate and is secured 
with two stainless steel fasteners. 
Mounting plate features a one-
piece EPDM gasket on back side 
of plate to firmly seal fixture to 

wall surface, forbidding entry of 
moisture and particulates. Optional 
mounting arrangements utilize a 
die-cast mounting adaptor box to 
allow for LED battery pack, surface 
conduit and through branch 
wiring. The Entri LED luminaire  
is approved for mounting on 
combustible surfaces.

Finish
Housing is finished in five-stage 
super TGIC polyester powder coat 
paint, 2.5 mil nominal thickness 
for superior protection against 
fade and wear. LightBAR cover 
plates are standard white and 
may be specified to match finish 
of luminaire housing. Standard 
colors include black, bronze, grey, 
white, dark platinum and graphite 
metallic. RAL and custom color 
matches available. Consult Outdoor 
Architectural Colors brochure for a 
complete selection.

Warranty
Five-year warranty.

TD514003EN 
2017-03-28 10:19:12

SY
STEMS

C

E R T I F I E

D

C E R T I F I C A T I O N  D A T A
UL/cUL Listed
ISO 9001
IP66 LightBARs
LM79 / LM80 Compliant
DesignLights ConsortiumTM Qualified*

E N E R G Y  D A T A
Electronic LED Driver
>0.9 Power Factor
<20% Total Harmonic Distortion
120-277V/50 & 60Hz, 347V/60Hz, 
480V/60Hz
-30°C Minimum Temperature
40°C Ambient Temperature Rating

S H I P P I N G  D A T A
Approximate Net Weight: 
16 lbs. (7.3 kgs.)

7-3/4"
[196mm]

15-3/4"
[400mm]

8-1/8" 
[206mm] 7-3/4"

[196mm]

15-3/4"
[400mm]

8-1/8" 
[206mm]

7-3/4"
[196mm]

15-3/4"
[400mm]

8-1/8" 
[206mm]

ENT (Triangle Reveals)ENC (Round Clean)

ENV (Round Reveals)

DIMENSIONS

Catalog # Type 

Date 

Project 

Comments 

Prepared by 

*www.designlights.org

11"
[279mm]

CONDUIT MOUNT / BATTERY BACK BOX

Century City ENV EO1 LED E1 BL3 BZ 7030 EXTERIOR 
WALL

For more information visit our website:  www.progresslighting.com Progress Lighting • 701 Millennium Boulevard • Greenville, SC 29607

Project: 

Fixture Type: 

Location: 

Contact:

Images:

Description:

One-Light 10-1/2" LED Wall or Ceiling Bulkhead. General purpose LED luminaire comprised of a die-
cast aluminum frame and polycarbonate diffuser. Fixtures are impact resistant and can be mounted 
on wall or ceiling. Replaceable LED module. White finish.

Specifications:

• White (-30) (powder coat paint)
• Aluminum Construction
• Frosted polycarbonate diffuser
• LED Module is replaceable (part # 93054049)
• Robust and energy efficient.
• Offers various mounting options.
• Can be widely adapted for indoor and outdoor applications.
• Meets California Title 24 high efficacy requirements for outdoor use only.
• 623 lumens 69.2 lumens/watt per module (source)
• 3000K color temperature, 90+ CRI.
• Dimmable to 10% brightness (See Dimming Notes)
• Unit covers a standard 4" octagonal recessed outlet box
• Mounting plate for outlet box included
• 6" of wire supplied
• ENERGY STAR® qualified
•  Meets California Title 24 high efficacy requirements for outdoor use only

Performance:

Number of Modules 1

Input Power  9w 

Input Voltage 120 V

Input Frequency 60 Hz

Lumens/LPW (Source) 623/69.2 (LM-82) 

Lumens/LPW (Delivered) 517/63 (LM-79)

CCT 3000 K

CRI 90 CRI

Life (hours) 60,000 (L70/TM-21)

FCC Meets FCC Title 47, Part 15 Class B

Min. Start Temp -30 °C

Max. Operating Temp 30 °C

Warranty 5 year warranty

Labels cCSAus Wet location listed

 ENERGY STAR® qualified

 Meets California Title 24 high efficacy requirements  

 for outdoor use only

Dimensions:

Width: 10-1/2"
Depth: 4-1/2"
Height: 6-3/8"
H/CTR: 3-3/16"

Glass
Width: 3-7/16"
Length: 6-1/8"
Height: 10-1/4"

LED Bulkheads Wall or ceiling mounted  •   Wet location listed

P3649-3030K9

Century City Condos

 CAR PORT

CENTURY CITY CONDOMINUMS SITE LIGHTING


